
�Portable Ranch Trap™

Portable Ranch Trap™ with 48" x 48" shooting surface

This personal sized trap can be used anywhere you are allowed to shoot. Construction offers ballistic protection for rounds with minimum
velocities of 600 FPS up to .308 / 7.62 mm fired at point-blank range. The system includes 3/8" AR500 ballistic steel back plate with 2" Dura-
Panel™ Anti-Ricochet Tile and Dura-Blocs™ stacked in front of the steel and panels up. The Dura-Blocs are held in place by a proprietary com-
pression system installed on the top of the trap and protected with a ballistic faceplate.

The rubber and steel system virtually eliminates airborne lead splatter and ricochet. The Portable Ranch Trap can be dragged in place by a built
in tie ring, lifted by chains or moved via forklift.

Dimensions are: 60”high, 48” wide, 42” deep. Approximately 1300 lbs.

CALL TOLL FREE: 1-877-423-1785 • WWW.RANGE-SYSTEMS.COM

ONE YEAR WARRANTY

Free of manufacturing defects

(1 yr.) including welds and steel

Since we cannot control the use of our products,

we neither imply nor accept any liability for the results

of their use or misuse.

Range Systems ballistic rubber reduces ricochet, splatter and airborne lead. Our ballistic
rubber is cost effective and ballistic rubber bloc traps are easy to assemble and maintain.
Range Systems ballistic rubber is made of recycled material and is recycled after use making
it a completely green product.

� Custom sized ballistic rubber available

� Cold pressed for optimum durability

� Tested and proven rubber to bullet capacity formulation

� Tracer rounds cannot be used with ballistic rubber

Patent Info: Range Systems owns U.S. Patent
Number: 5,316,708 (Date of Patent: May 31, 1994)
for the manufacture of a rubber product that is used
in ballistic applications. The patent incorporates a
press/release/press process that results in unmatched
product density. The rubber product is compressed at
a minimum of 3,000 pounds per square inch, achieving
a minimum density of 49 pounds per cubic foot.

This patent also specifies Range Systems’ exclusive right
to use natural latex in the process of manufacturing
its rubber products. The latex component gives our
ballistic rubber a self-healing characteristic which
increases its effectiveness in eliminating ricochet and
bullet splatter, while enhancing its durability and its
ability to capture airborne lead particles.

• Ideal for any shooting environment

• Portable

• Easily replaceable 2" thick Range Systems
ballistic rubber Dura-Panel™ Anti-Ricochet
Tile and Dura-Blocs™ to insure no bullet
backsplash



PRODUCT PISTOL SHOTGUN SHOTGUN .223 / 5.56 .308 / 7.62 ARMOR BALLISTIC
(to .44 Mag) (00 Buck) SLUG (mm) (mm) PIERCING (AP)** RATING

Dura-Bloc * X X X X X X N/A

Dura-Panel * X X X X X X N/A

Acoustic Dura-Panel * X X X X X X N/A

Shootwall Hotwall X X X X X X N/A

Grenade Bunker X X X X X UL Level 7
NIJ III

Portable Encapsulator X X X X X UL Level 8
NIJ IV

Front Shield X X X X X UL Level 7
NIJ III

Portable Tactical Trap X X X X X UL Level 7
3/8" AR500 NIJ III

Portable Tactical Trap X X X X X X UL Level 8
1/2" AR500 NIJ IV

Portable Tactical Trap X X X X X X UL Level 7
5/8" AR500 NIJ IV

Mobile Range on Wheels X X X X X UL Level 8
NIJ IV

Ranch Trap X X X X x UL Level 8
NIJ IV

Super Portable Tactical Trap X X X X X X UL Level 7
3/8" AR500 NIJ III

Super Portable Tactical Trap X X X X X X UL Level 8
1/2" AR500 NIJ IV

Super Portable Tactical Trap X X X X X X UL Level 8
5/8" AR500 NIJ IV

Guardian JR Clearing Device X UL Level 3
NIJ IIIA

Guardian TS Clearing Device *** X X X X X X UL Level 8
NIJ IV

Guardian Clearing Device X X X X X X UL Level 8
NIJ IV

* Requires Ballistic Substrate (Steel or Concrete) to Achieve Ballistic Capabilities
** Standard NIJ and UL tests were modified to use the 5.56 mm / M855 round and the 30-06/M2AP rounds. While a product may be rated for AP rounds, it may not accommodate multiple impacts in rapid succession.

Contact Range Systems / In-Range to verify acceptable use of our products.
*** AP Ratings were attained by following manufacturers operating procedures to ensure ballistic rubber substrate defeated rounds. Steel casing may not contain all AP rounds.

Test Standards:
NIJ III = .44 Magnum 240 gr SWC UL 7 = .223/5.56mm NATO 55 gr FMJ
NIJ III = .30 cal. 7.62 NATO 147 gr M80 UL 8 = .30 cal / 7.62mm NATO FMJ
NIJ IV = 30 cal. 30-06 16 gr M2 AP UL 1 thru 3 SG = 12 gauge 23⁄4" 437 gr SLUG
UL 3 = .44 Mag pistol UL 1 thru 3 SG = 12 gauge 23⁄4" MAG 650 gr #00 Buck

�Ballistic Ratings
Range Systems takes into account industry standards, military standards internal and external (3rd party) test results to develop products
and substantiate their ability to defeat specific rounds and weapon systems. US Test Laboratories test the integrity of our products and
independently verify their ballistic capabilities. Please contact Range Systems / In-Range with questions regarding performance criteria.
Tracer rounds cannot be used with ballistic rubber. X indicates this product works with the ammunition/weaponry

All testing was done using a combination of ballistic rubber and AR500 ballistic steel. On certain products products the steel backing was 3/8", 1/2" or 5/8" thick, depend-
ing on the ammunition and weapons being tested.

Range Systems/In-Range
5121 Winnetka Avenue North • New Hope, MN 55428
1-877-423-1785 • www.range-systems.com


